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Snowflake Scarf 
By Marie Duncan 
 
Make this comfy cozy scarf sparkle, with Glitter thread!  The 
snowflakes are suspended from ribbons, and the embroidery is 
reversible so the scarf is pretty on both sides. 
 
Our Snowflake design is the January 2012  
Monthly Design, #412401.  It is free for the month of  
January, 2012 from www.myembroideries.com.   
Click on the link, Free Monthly Design, on the  
HUSQVARNA VIKING® website to download it.   
 
 
When you get to the Checkout, enter the coupon code  
FreeJan2012 in the box. Click Apply Coupon.   
After January 2012, the design will be available for purchase on  
www.myembroideries.com.   
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Sewing Supplies:  

• HUSQVARNA VIKING® Sewing and Embroidery Machine 
• HUSQVARNA VIKING® HUSKYLOCK™ s25 Serger 
• INSPIRA® Clear N’ Melt stabilizer  141000659 
• INSPIRA® Topstitch needle, size 90   620071496 
• ⅜ yard blue fleece fabric 
• Superior Threads Glitter thread, Robison-Anton metallic or  40 wt. rayon embroidery thread 
• Three cones serger thread to match fleece 
• One spool Sulky 12 wt. cotton thread to match fleece 
• Fabric marking pen 
• Fray block liquid 

 
Cut: 
From blue fleece fabric: 
 One rectangle 10” long x width of fabric 
 
Embroider: 

1. Inset a size 90 topstitch needle. 
 
2. Wind a bobbin with Glitter thread.  Because of the delicate nature of the thread, wind at half 

speed and stop when ¾ full.  If you do not have a HUSQVARNA VIKING® machine with 
Thread Portioning, you may want to use rayon thread instead of the Glitter thread. 

 
3. Thread the top and the bobbin with Glitter thread (or 40 wt. rayon thread) 

 
4. Hoop INSPIRA® Clear N’ Melt Stabilizer in your 120mm x 120mm hoop. 

 
5. Place the end of the scarf on the hooped stabilizer and place a 

square of INSPIRA® Clear N’ Melt Stabilizer on top of the 
fleece.   

6. Touch  to baste the fleece and top layer of INSPIRA® 

Clear N’ Melt to the hooped INSPIRA® Clear N’ Melt.  Position 
the design approximately 1” to 1¼” from the edge of the fabric. 

 
7. Stitch the design. 
 
8. Remove the basting and tear off as much of the stabilizer as you 

can. 
 

9. Repeat for a total of three snowflakes on each end of the scarf, placing two of them near the 
bottom and a third above the two as shown. 
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10. Cut three pieces of ⅜” ribbon the length of your scarf. 
 

11. Beginning at the top round point of one snowflake, place the ribbon so it overlaps the round 
section by about ¼” and pin it along the scarf so it ends at the rounded point of the 
corresponding snowflake on the other end of the scarf. 

 
12. With the glitter thread (or 40 wt. rayon) still in place, select a straight stitch. 

 
13. Stitch the ribbon in place.  When you reach the rounded end of the second snow flake, select 

A2:27.  Stitch following the curve of the circle.  At the other side of the circle, select a 
straight stitch again and continue up the other side of the ribbon.  Repeat stitch A2:27 on the 
other end of the ribbon. 

 
14. Trim off the excess ribbon. 

 
15. Repeat for the other two snowflakes. 

 
16. Set your HUSKYLOCK™ s25 Serger for 3-thread Overlock, wide according to your 

SEWING ADVISOR® Screen.  Thread with serger cone thread in the needle and lower 
looper.  Thread with cone thread and Glitter thread running as one thread in the upper 
looper.   

 
17. Test on a scrap.  Stitch across the short ends of the scarf. 

 
18. Set your HUSKYLOCK™ s25 Serger for 3-thread Rolled Edge.   

 
19. Thread with cone thread in the needle and lower looper.  Thread with 12 wt. cotton in the 

upper looper.  Test on a scrap.  We found that the needle thread tension at 3.0, upper looper 
0.4 and lower looper at 7.3 worked best. 

 
20. Set your differential feed at 2.0 to create the lettuce edge. 

 
21. Serge the two long edges of the scarf.  When you are done, pull the edges slightly to increase 

the lettuce effect. 
 

22. Apply fray blocking liquid to the “tails” and allow to dry.  Trim the tails. 
 

23. Wrap up warmly in your new scarf and go play in the snow! 
 
 
 
 
 
 
 


